Harlequin
StorageTanks

RELIABLE CONTAINERS

Harlequin Aboveground Oil Tanks

With 9 different tanks to choose from ranging from
920 litres up to 2500 litres, the Harlequin aboveground
single skin oil tank range is the perfect choice when a
bunded oil tank is not required to be installed.

ABOUT HARLEQUIN MFG

Benefits of Harlequin Aboveground Oil Tanks Harlequin MFG is one of Europe’s largest

manufacturers of rotationally moulded plastic tanks,

Aproved and Tested - each tank is independently we’ve been at the forefront of product developments

tested and certified to EN13341 standard with OFCERT for over 35 years. From our base in Northern Ireland

approval. we design, manufacture and deliver our tanks all over
the world.

Non-Corrosive - manufactured from Medium Density With your Harlequin tank you can be assured you

Polyethylene (MDPE) your Harlequin tank will not have the best solution for your needs. Our unrivalled

corrode. reputation for quality is backed up by our 9001, 14001
and 18001 Management System Certifications.

Lightweight - tanks weights range from 57kg to 91kg

making each product very easy to move when handling

& installing.

9 Visit our website to find out about our full range of products:
Contents Mc.mitoring A\{ailable B (.aa.ch model has e_‘ Fuel/Diesel Tanks | Hot Water Storage | AdBlue Tanks | Water
32mm pre-drilled hole suitable for fitting an electronic Tanks | Rainwater Harvesting | Sewage Treatment | Bunkers
gauge.
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Aboveground Single Skin Oil Tanks

The Harlequin Aboveground Single Skin Oil Tank range has 9 different tanks to choose from ranging from 920
litres up to 2500 litres. The range includes Slimline, Low Profile, Horizontal and Vertical models and is the perfect
choice when a Bunded Oil Tank is not required to be installed.

- 920SL (Rol only) 1100SL

Length 1,650mm
Width 690mm
Height 1,440mm
Capacity 1,097litres
Weight  62kg

=2 Length 1,530mm
Width 715mm
Height 1,165mm
Capacity 951litres
Weight 57kg

1400HZ 1450VT

Length  1,805mm Diameter 1,350mm
Width 1,095mm Height 1,260mm
Height 1,135mm e Capacity 1.480litres
Capacity 1,452litres Sl Weight  45kg
Weight  55kg

2500HZ 1200LP
Length 2,180mm
Width 1,385mm
Height 1,410mm
Capacity 2,596litres
Weight  91kg

Length  1,740mm
Width 1,320mm
Height  825mm
Capacity 1,317litres
Weight  52kg

Your accredited Harlequin Reseller:

Please Note: All tank capacities are brimful. All information contained herein is understood to be correct
at time of publication. Harlequin reserve the right to amend product specification without notice.
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